
Ductile iron GGG40 ball valve

Flanged PN16 according to EN1092-2 (ex DIN2533)

Testing according to EN12266-1

Lengths according to EN558-1 series 14 (ex DIN3202 F4)

(EN558-1 series 15, ex DIN3202 F5, for DN200)

Version with locking device or actuator also available

TR CU 010 compliant

PN16

Free of CE marking (cat. according to Art. 4.3 Dir. 2014/68/EU)

Working conditions

● Suitable for: water, 0°C to +90°C

● Not suitable for: gases group 1 & 2, liquids group 1 (Dir. 2014/68/UE)
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For DN≥65 only (threaded configuration used for smaller diameters)
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Ductile Iron Ball Valve

Via Circonvallazione, 10

13018 Valduggia (VC), Italy

Tel: +39 0163 47891

Fax: +39 0163 47895

www.vironline.com
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Iron

Zinc plated steel -

St37-3

-

MS58

Zinc plated steel

NBR

Ductile iron

NBR
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Bolt
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Handle

Ball

Fixed end

MS58

PTFE

Chromium pl. brass

Brass
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NormMaterial

Ductile iron
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Threaded fixed end 
up to DN50 (included)
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Drawings, photos and data contained in this card are provided for information only. VIR reserves the right to change them without notice.


