
Ductile iron soft sealed gate valve

Flanged PN16 according to EN1092-2 (ex DIN2533)

Flat body, lengths according to EN558-1 series 14 (ex DIN3202 F4)

Epoxy coating (min. 250μm)

Non rising stem

WRAS and TR CU 010 compliant

PN16

Free of CE marking for DN≤300 (cat. according to Art. 4.3 Dir. 2014/68/EU)

Working conditions

● Suitable for: water, -10°C to +100°C

below 0°C only for water with added antifreeze fluids

● Not suitable for: gases group 1 & 2, liquids group 1 (Dir. 2014/68/EU)
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Stainless steel 1Cr13
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Material Norm

Ductile iron EN-GJS 450-10

Ductile iron + EPDM EN-GJS 450-10

PARTLIST
Part

Body

[mm] [mm] [mm]

Wedge nut Brass

Dust O-ring

Ductile iron
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EN-GJS 450-10

Carbon steel -

Stainless steel 2Cr13

EPDM -

-

L

Brass -

EPDM -

EPDM -

050

Clamp

Nut and washer

Stem

Gasket

Stem O-ring

Wedge

Bolt

Bonnet

[mm] [mm]

165 125

110

Brass -

Ductile iron EN-GJS 450-10

H

[mm] [mm]

160

210507

18

19 4x19 195 150 160

18 4x19 184 140

200

559 250 370

13800

200 160 19 8x19 251 180 200

170145 19 4x19 222

100 220 180 19 8x19 282 190 200 930

125 250 210 19 8x19 340 200 250 1650

150 285 240 19 8x23 379 210 250 2650

200 340 295 20 12x23 461 230 320

250 405 355 22 12x28

350 520 470 27 16x28 762 290 450

300 460 410 25 12x28 639 270 370 130

15241 195

19910 252

Kv Weight

[m3/h] [kg]

140 9
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370 14

5500 60

8900 95

39

30

23

540
H

S

ØF ØE

N xØD

L

ØV

8

7

6

5

4

9

1

3

2

10

11

12

13

Drawings, photos and data contained in this card are provided for information only. VIR reserves the right to change them without notice.


